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ADAPTIVE INPIJr/OUTPUT BUmER AKD METHODS 

BAOCGROTJND OF THE INVENTION 

[0001] As frequencies iised ia digital systems increase, timmg constraints become 
* more dif&cult or even impossible to meet. 

[0002] For example, common-clock btis protocols are used to trans&r data, address 
and control signals between memory devices and a memory controller. These signals 
are sampled relative to a clock that is common to both the memory devices and the 
memory controller. As the period of that common clock decreases to the same order 
of the set-np and hold time requirements on the bus, manufacturing tolerances of the 
printed circuit board and the different semiconductors involved in the signal's timing 
may not be tight enough to ensure that all systems having a similar configuration will 
meet the timing requirements. 

[0003] In addition, in "open" systems such as personal computers (PC), many 
different system configurations are possible, the systems having printed circuit boards 
from different sources and memory devices of different types and quantities. Each 
such configuration may have different timing characteristics, and these overall 
characteristics may extend beyond the timing tolerances of the memory controller. 
[0004] Consequently, systems having particular configurations may fail to opiate, 
while others may have marginal operation and may fail to operate in certain 
environmental conditions, 
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BRIEF DESCRIPTION OF THE DRAWINGS 

[0005] Embodimeats of the invention are illustrated by way of example and not 
limitation in the figures of the accompanying drawings, in which: 
[0006] FIG. 1 is a block diagram of a printed circuit board having installed thereon a 
device and a controller; 

[0007] FIG. 2 and FIG. 3 are exemplary tuning diagrams^ helpfiil in understanding 
some embodiments of the invention; 

[0008] FIG. 4 is a flowchart illustration of a method for setting and adjusting tuning 
parameters; 

[0009] FIG. 5 is a flowchart illustration of an exemplary method of generating 
lookup tables; 

[0010] FIG- 6 is a flowchart illustration of an exemplary method for determiniug the 
digital values to program to a driving impedance control register and an output delay 
control register; 

[001 1] FIG. 7 is a flowchart illustration of an exemplary calibration sequence for the 
digital values to be programmed to the output delay control register and the input 
delay control register; 

[0012] FIG. 8 is a flowchart illustration of an execnplary calibration algorithm for 
the digital values to be programmed to the output delay control register and the input 
delay control register; 

[0013] FIG. 9 is a block diagram of an apparatus including a printed circuit board 
haviug a memory controller installed thereon; 

[0014] FIGS. lOA — lOD are flowchart illustrations of an exemplary calibration 
sequence for the digital values to be programmed to the delay control registers of the 
memory controller of FIG. 9; and 

[0015] FIG. 11 is a simplified schematic illustration of an exemplary programmable 
delay cell, in accordance wifli some embodiments of the invention. 
[0016] It will be appreciated that for simplicity and clarity of illustration, elements 
shown in the figures have not necessarily been drawn to scale. For example, the 
dimensions of some of the elements may be exaggerated relative to other elements for 
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clarity. Further, where considered appropoiate, reference numerals may be repeated 
among the figures to indicate corresponding or analogous elements. 
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DETAILED DESCIOPTION OF THE INVENTION 

[0017] In the following detailed description, numerous specific details are set forth 
in order to provide a thorough understanding of embodiments of the invention 
However it will be understood by those of ordinary sVill in the art that the 
embodiments of the invention may be practiced without these specific details. In 
other instances, well-known methods, procedures, components and circuits have not 
been described in detail so as not to obscure the invention. 

[0018] Some portions of the detailed description that follows are presented in terms 
of algorithms and symbolic representations of operations on data bits or binary digital 
signals within a computer memory. These algorithmic descriptions and 
representations may be the techniques used by those skilled in the data processing arts 
to convey the substance of their work to others skilled in the art. 
[0019] Some embodiments of the invention are directed to setting and/or 
dynamically adjusting parameters of physical components of a controller based on the 
attributes of one or more devices electrically coupled to the controller and based on 
the attributes of the medium electrically coupling Hie one or more devices to the 
controller. The physical components whose parameters are being set and/or adjusted 
may include those components which enable electrical signals sent by the controller to 
be accurately received by the one or more devices, and those components Tviiich 
enable electrical signals sent by the one or more devices to be accurately received by 
the controller. 

[0020] As shown in FIG. 1, a printed circuit board (PCS) 2 may con^rise a 
controller 4, one or more devices 6, a conductor 8 and a conductor 10 according to 
some embodiments of the invention. PCB 2 may optionally comprise a gr^ihics chip 
5. A non-exhaustive list of examples for controller 4 includes a central processing 
unit (CPU) and a memory controller. For exan:5}le, controller 4 may have the ability 
to drive control signals to perform Read and Write commands, and conductors 8 and 
10 may be part of a bus for those control signals. A non-exhaustive Ust of examples 
for device 6 includes a memory device and a co-processor. The following description 
is for a single device 6, althougji the scope of the invention is not limited in this 
respect. 
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[0021] When device 6 is assembled on PCB 2, conductor 8 and conductor 10 may 
comprise traces on a printed circuit board. When device 6 is assembled on removable 
modules, conductor 8 and conductor 10 may comprise, for example, traces on a 
printed circuit board, traces on the removable module and the conductive connector 
that couples these traces. 

[0022] The following description of embodiments of the invention makes reference 
to the rising edges of clocks. However, in other embodiments of the iuvention, 
reference could be made instead to the falling edges of the clocks. 

Parameters for Output Signals 

[0023] The followiug description describes physical components of a controller and 
how to set and/or dynamically adjust parameters of these physical components to 
enable electrical signals sent by the controller to be accurately received by one or 
more devices electrically coupled to the controller. The setting and/or adjustment of 
these parameters may be based on the attributes of the one or more devices 
electrically coupled to the controller and based on the attributes of the medium 
electrically coupling the one or more devices to the controller. 

[0024] Controller 4, which is an uitegrated circuit or a part of an integrated circuit, 
may comprise an output channel 12 controlled by an optional output-delay control 
register 14 and a driving impedance control register 16. Output channel 12 may 
receive from a digital subsystem (not shown) a signal 18 whose stabilized logic levels 
change no more than once during each period of a clock 20, and may generate an 
output signal on conductor 8 that may reflect the changes in the logic levels of signal 
18. ' 

[0025] Device 6 may comprise an input channel 22 that may receive a clock 24 and 
the signal on conductor 8 as inputs, hsput channel 22 may sample the logic levels of 
the signal on conductor 8 on rising edges of clock 24 and may output tibie sampled 
logic levels on a signal 25. One purpose of output channel 12, output-delay control 
register 14 and driving in^edance control register 16 may be to ensure that changes in 
the logic levels of signal 18 are accurately reflected by changes in the logic levels of 
signal 25. Effectively, this will transfer signal 18 to signal 25. 
[0026] The system formed by controller 4 and device 6 is a common-clock system. 
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[0027] la the exemplary timiag diagram of FIG. 2, clock 20 oscillates with period 
TpERIOD nanoseconds (measured between rising edges, for example rising edges 102, 

104 and 106). In this example, the logic level of signal 18 changes Tcol 
nanoseconds after each rising edge of clock 20. In the exemplary timing diagram of 
FIG. 2, the time delay Tcol is constant, although the scope of the invention is not 
limited in this respect. 

[0028] Output channel 12 may comprise an optional programmable delay cell 26 
and a programmable output buffer 28. 

[0029] Programmable delay cell 26 may continuously sample the logic level of 
signal 18, and may continuously output logic levels on a signal 30 that are 
substantially equal to the logic levels sampled on signal 18. When a change in the 
logic level of signal 18 occurs, the logic level of signal 30 may change accordhig3.y 

bRgt a time delay Tp£)i . Time delay TpDi taay be programmable mthin a time range, 

and may be set according to a digital value stored in output-delay control register 14, 
as -will be explained in more detail hereinbetow- 

[0030] Programmable output buffer 28 may receive ^gnal 30 as mpv± and may 
generate an output signal on conductor 8 that may reflect the changes in the logic 
levels of signal 30. Logic levels may be represented on conductor 8 by voltage levels. 
For example, a high voltage level may represent one logic level, and a low voltage 
level may represent another logic level. Consequently, programmable output buffer 
28 may generate voltage levels on conductor 8 to reflect, the changes in the logic 
levels of signal 30. 

[0Q31] Although the scope of the invention is not limited in this respect, 
programmable output buffer 28 may generate a low voltage level on conductor 8 by 
coupUng a low-voltage source (ground, for example) to conductor 8 through a sink 
driving impedance, intemal to programmable output buffer 28. Similarly, 
programmable ou^ut buffer 28 may generate a high voltage level on conductor 8 by 
coupUng a high-voltage source to conductor 8 through a source driving impedance, 
intemal to programmable output buffer 28. 
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[0032] Driving impedance control register 16 may be coupled to programmable 
output buffer 28^ and digital values stored in driving impedance control register 16 
may control the source driving impedance and the sink driving impedance of 
programmable output buffer 28. (Alternatively, driving impedance control register 16 
could be replaced by two registers, one to store a digital value that may control the 
source driving impedance of programmable output buffer 28, and the other to store a 
digital value that may control the siok driving impedance of programmable output 
buffer 28.) 

[0033] Since a low-to-high transition time Tpun (high-to-low transition time 

TpHLl) — during winch the voltage of the signal on conductor 8 may not properly 
represent any logic level — may be affected by the source driving impedance (sink 
driving impedance) of programmable output buffer 28, driving impedance control 

register 16 may control the low-to-high transition time TpLHi and the high-to-low 

transition time TpHLl of the signal on conductor 8. Moreover, low-to-high transition 

time TpLHl aiid high-to-low transition time Tphli affected by the physical 

layout topology of conductor 8, by the total capacitive load on conductor 8, by the 
impedance of conductor 8, and by the input impedance of input channel 22. 
[0034] An exemplary timing diagram of clock 24 is shown in FIG. 2, although the 
invention is not limited to this example. In this example, clock 24 may osdllate at the 

same firequency as clock 20, having a period of Tpekjqd nanoseconds (measured 
between rising edges), and the rising edges of dock 24 may have a constant time shift 
of TsKW nanoseconds from the rising edges of clock 20. 

[0035] When output channel 12 generates a logic level on conductor 8 after a rising 
edge of clock 20^ input channel 22 ought to sample that logic level at the rising edge 

of clock 24 shifted Tg^W nanoseconds from the following rising edge of clock 20. 

[0036] For example, when output channel 12 generates a high logic level (low logic 
level) on conductor 8 after rising edge 102 (104) of clock 20, input channel 22 ought 
to sample that logic level on rising edge 1 14 (1 1 6) of clock 24. 
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[0037] For input chamel 22 to correctly sample logic levels of the signal on 
conductor 8, the voltage of the signal on conductor 8 may have to be stable with the 

corresponding voltage levels for at least a "setup time" Tgui before the rising edge of 

clock 24 and may have to remain stable Avifh this voltage level for at least a '"hold 

time" Thi after the rising edge of clock 24. 

[0038] In other words, for input channel 22 to correctly sample a high (low) logic 
level of tiie signal on conductor 8^ the following conditions must be fulfilled: 

(a) the high (low) voltage of the signal on conductor 8 must be stable for a time period 
equivalent to at least the sum of the setup time and the hold time; 

(b) the high (low) voltage of the signal on conductor 8 must be stable for at least Thi 

after the rising edge of clock 24; 
and 

(c) the high (low) voltage of the signal on conductor 8 must be stable for at least Tgui 
before the rising edge of clock 24. 

Condition (a) may be expressed by the following relations for high voltages and for 
low voltages: 

1 • TpERIOD -TpLHl ^ Tsui + Thi; 

l'- TpERIOD -TpHLl ^ Tsui + Thi- 
Condition (b) may be e3qiressed by the foUowiug relation (the same relation for high 
and low voltages): 

2. Tcol TpDl > Thi + TsKW- 

Condition (c) may be expressed by the following relations for high voltages and for 
low voltages: 

3. TpERlOD - TcOl - TpDl -Tpuai > Tsui - TsKW- 

3'. TpERlOD ~ Tcol - TpDl - TpHLl ^ Tsui - TsKW- 
[0039] Conditions (b) and (c) may be expressed as upper and lower limits on the 
time delay TpDi introduced by progranmiable delay ceU 26, as expressed by the 
following relations: 
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4. TpERiOD - TpLm - Tcol " Tsui + TsKW ^ Tpoi > Thi + Tskw - Tcol • 

5- TpERlOD - TpHLl - Tcol - Tgui TskW ^ TpDi > Thi + TsKW Tcoi- 
[0040] It caa be shown that relation 1 is a necessary but not sufficient condition for 
both relations 2 and 3 to be fulfilled when sampling a high voltage. Similarly, relation 
1^ is a necessary but not sufficient condition for both relations 2 and 3^ to be fulfilled 
when sampling a low voltage. Consequently once the digital values programmed to 
driving impedance control register 16 are adjusted so that relations 1 and 1^ are 
fulfilled, the digital values programmed to output-delay control register 14 may be 
adjusted so that both relations 4 and S are fulfilled. 

[0041] Controllable parameters of relations 1, l', 4 and 5 (emphasized in bold type 
in the relations) m^ be adjusted via digital values programmed to driving impedance 
control register 16 and output delay control register 14 to compensate for the 
variations in all other parameters in the relations so that conditions (a), (b), and (c) are 
futfilled, as wiU be explained hereinbelow. 
Relations 1 and 1^ 

[0042] TpERiOD is a fixed value, while the exact values of setup time Tgui and hold 
time Thi ^® affected, for example, by manufacturing tolerances of device 6 and 
may vary with^ for example, variations in the ambient temperature. By adjusting the 
source (sink) driving impedance of programmable output buffer 28, the low-to-high 
transition time Tplhi (high-to-low transition tune TpHLi) may be adjusted so that 
relation 1 (1^) is satisfied, i.e. a high (low) voltage of the signal on conductor 8 is 
stable for a time period equivalent to at least the sum of the setup time Tsui ™d the 

hold time Thi- 

[0043] It should be understood that the low-to-high transition time Tplhi (high-to- 
low transition time TpHLl) is not determined solely by the source (sink) driving 
impedance of programmable output buffer 28. Rather, the exact values of low-to-high 
transition time TpLHl ^nd high-to-low transition time TpHLl may be affected by, as 
previously explained, the total capacitive load on conductor 8, the physical layout 
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topology of conductor 8, the impedance of conductor 8, and the input impedance of 
input channel 22. Furthermore, the total capacitive load on conductor 8 may vary, for 
example^ according to the number and type of devices 6 coupled to conductor 8, and 
according to manufacturing tolerances of each device 6. The physical layout topology 
of conductor 8 may vary, for example^ according to the number of devices 6 coupled 
to conductor 8 and according to the design of PCB 2. The impedance of conductor 8 
may vary, for example, according to the design of PCB 2 and according to 
manufacturing tolerances of PCB 2. The input impedance of input channel 22 may 
vary, for example, according to the t5^e and manufacturing tolerances of device 6. 
[0044] Since there are so many different factors that may affect the other parameters 
in relations 1 and 1^, the ability to control the low-to-high transition time Tplhi and 

the higji-to-low transition time TpuLi enables relations 1 and 1^ to be fulfilled in 

various situations. 
Relations 4 and 5 

[0045] TpERjoD is ^ fixed value, and lov^r-to-higji transition time Tpuji and the 
high-to-low transition time TpHLl 'will have been adjusted before attempting to satisfy 
relations 4 and 5. However, as discussed hereinabove with respect to relations 1 and 
1^, setup time Tgui hold time Thi may be affected, for example, by 
manufecturing tolerances of device 6 and may vary with, for example, variations in 
the ambient temperature. Similarly, the exact value of time delay Tcol ^ 
afifected by, for example, manufacturing tolerances of controller 4 and may vary with, 
for example, variations in the ambient temperature. Moreover, tiie exact value of the 

time shift Tskw between the rising edges of clock 20 and clock 24 may be affected 
by, for example, the methods used to generate clock 20 and clock 24. For example, 
clock 24 may be generated by a phase locked loop (PLL) that is locked to clock 20 
and has a constant or varying phase error. In another example, the time shift TgKW 
may occur as a result of skew between signals in a clock distribution tree (not shown) 
used to generate clock 20 and clock 24, or by a difference in rise time of signals of 
that clock distribution tree. 
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[0046] Consequently^ for input channel 22 to correctly sample logic levels of the 
signal on conductor 8, after adjusting the smk driving impedance and the source 
driving impedance of programmable output buffer 28 so that relations 1 and 1^ are 

fulfilled, delay Tpj^i of programmable delay cell 26 may be adjusted by setting the 

appropriate digital value in output-delay control register 14, so that both relations 4 
and 5 are fulfilled. 

Parameters for Input Signals 

[0047] The following description describes physical components of a controller and 
how to set and/or dynamically adjust parameters of these physical components to 
enable electrical signals sent by one or more devices electrically coupled to the 
controller to be accurately received by the controller. The setting and/or adjustment 
of these parameters may be based on Ifae attributes of the one or more devices 
electrically coupled to the controller and based on the attributes of the medium 
electrically coT:5>ling the one or more devices to the controller. 

[0048] Device 6 may comprise an output channel 32. Output channel 32 may 
receive a signal 34 ^^iiose stabilized logic levels change no more than once during 
each period of clock 24, and may generate an output signal on conductor 10 that may 
reflect the changes in the logic levels of signal 34. Logic levels may be represented 
on conductor 10 by voltage levels. 

[0049] Controller 4 may comprise an inpxt channel 36 controlled by an input-delay 
control register 13. Input channel 36 may receive clock 20 and the signal of 
conductor 10 as inpute, and may output a signal 38. Input chaimel 36 may sample the 
logic levels of the signal on conductor 10 on rising edges of clock 20 and may output 
the sampled logic levels on signal 38. One purpose of input chaonel 36 and irput- 
delay control register 13 may be to ensure that changes in the logic levels of signal 34 
are accurately reflected by changes in the logic levels of signal 38. EEfectively, this 
wOl transfer signal 34 to signal 38. 

[0050] In the exemplary timing diagram of FIG. 3, clock 24 oscillates with period 
TpERIOD nanoseconds (measured between rising edges). In this example, the logic 
level of the signal on conductor 10 begms to change Tco2 nanoseconds afler each 
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rising edge of clock 24. In the exemplary tkning diagram of FIG. 3, the time delay 

Tc02 is constant, although the scope of the iovention is not limited in this respect 

[0051] In addition, the transition of the signal on conductor 10 from a low voltage 
level to a high voltage level may be characterized by a low-to-high transition time 

TpLH23 during which the voltage of the signal on conductor 10 may not properly 

represent any logic level. Similarly, the transition of the signal on conductor 10 from 
a higji voltage level to a low voltage level may be characterized by a higji-to-low 

transition time TpHL2 during which the voltage of the signal on conductor 8 may not 

properly represent any logic level. 

[0052] The low-to-higji transition time Tpu^Q ™ay be affected by the source driving 
impedance of output channel 32, the total capacitive load on conductor 10, the 
physical layout topology of conductor 10, the impedance of conductor 10, and the 
input impedance of inpnt channel 36. 

[0053] Similarly, the high-to-low transition time TpHL2 ^^y be affected by the sink 
driving impedance of output channel 32, the total capacitive load on conductor 10, the 
physical layout topology of conductor 10, the sink driving impedance of output 
channel 32, the impedance of conductor 10, and the input impedance of iaput channel 
36. 

[0054] In the exemplary timing diagram of FIG. 3, the voltage on conductor 10 
achieves a stabilized high voltage level Crc02 TpxjHa) nanoseconds after a rising 
edge 202 of clock 24, and achieves a stabilized low voltage level (Tco2 + Tp^oLz) 
nanoseconds after a rising edge 204 of clock 24, and achieves a stabilized high 
voltage level (Tco2 "** Tplhq) nanoseconds after a rising edge 206 of clock 24. 
[0055] Input channel 36 may comprise an input buffer 40, a programmable delay 
cell 42 and an input register 44. Ixxput register 44 is apart of a front end for the digital 
subsystmi (not shown). 

[0056] In some embodiments, input buffer 40 may receive the signal on conductor 
10 as input and may generate an output signal 46 that may reflect the changes in the 
logic levels of the signal on conductor 10. When the voltage of the signal on 
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conductor 10 represents a particular logic level, input buffer 40 may output the same 
logic level on signal 46. However, vs^hen the voltage of the signal on conductor 10 
does not properly represent any logic level, such as, for example during the time 

periods Tpui2 TpHL23 signal 46 may also not properly represent any logic level, 
as illustrated in FIG. 3 by a hatched rectangle. (En other embodiments, input buffer 40 
may have a different behavior. For example, input buffer 40 may be a Schmitt trigger 
input buffer, for which signal 46 always represents a proper logic level, but the time at 
which the logic level changes may vary according 1x5 the rise time or the fall time.) 
[0057] Programmable delay cell 42 may receive signal 46 as input and may output a 
signal 48- Programmable delay cell 42 may continuoxisly sample the logic level of 
signal 46, and may continuously oulput logic levels on signal 48 that are substantially 
equal to the logic levels sampled on signal 46. When a change in the logic level of 
signal 46 occurs, the logic level of signal 48 may change accordingly after a time 

delay Tpui- Time delay Tp£)2 may be programmable, and may be set according to a 
digital value stored in input delay control register 13 . 

[0058] Input register 44 may sample the logic levels of signal 48 on rising edges and 
may output signal 38. The logic level iaput register 44 may output on signal 38 after 
each rising edge of clock 2Q.may be substantially equal to the logic level sampled on 
signal 48 at the rising edge of clock 20. 

[0059] When output channel 32 generates a logic level on conductor 10 after a rising 
edge of clock 24, input register 44 ought to sample that logic level on signal 48 at the 
rising edge of clock 20 shifted TgKW nanoseconds from the foUovwng rising edge of 
clock 24. 

[0060] For example, y/bisn. output channel 32 generates a high logic level on 
conductor 10 after rising edge 202 of clock 24, input register 44 ought to sample that 
logic level, on signal 48 on rising edge 214 of clock 20. Sinularly, when output 
channel 32 generates a low logic on conductor 10 after rising edge 204 of clock 24, 
input register 44 ought to sample that logic level on signal 48 on rising edge 216 of 
clock 20. 
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[0061] For input register 44 to correctly sample logic levels of signal 48, the logic 
level of signal 48 may have to be stable for at least a "setup time" Tsu2 before the 
rising edge of clock 20 and may have to remain stable for at least a 'Tiold time" Th2 
after the rising edge of clock 20. 

[0062] In other words^ for input register 44 to correctly sample a high (low) logic 
level of signal 48, the following conditions must be fulfilled: 

(d) the high (low) voltage of signal 48 must be stable for a time period equivalent to at 
least the sum of the setup time and the hold time; 

(e) the high (low) voltage on signal 48 must be stable for at least Th2 aft^^ the risiag 
edge of clock 20; 

and 

(f) the high (low) voltage on signal 48 must be stable for at least Tsu2 before the 
rising edge of clock 20. 

Condition (d) may be expressed by the following relations for hig^ voltages and for 
low voltages: 

6. TpERlOD-Tpiji2 ^ Tsu2 + Th2; 

TpERIOD - TpHL2 ^ TsU2 + Th2- 
Condition (e) may be ^qpressed by the following leladon (the same relation for high 
and low voltages): 

7. Tco2 + Tp02 + TsKW ^ Tr. 

Condition (f) may be expressed by the following relations for high voltages and low 
voltages: 

8;TpEMOD-Tc02-TpD2-TpLEi2 ^ Tsu2 + TsKW- 

8^TpERlOD-Tco2-"TpD2-TpHL2 ^ Tsu2 + TskW- 
[0063] Conditions (e) and (f) may be expressed as upper and lower limits on the 
time delay TpD2 introduced by programmable delay ceU 42, as expressed by the 
following relations: 

9.TpERiOD-TpLH2-Tco2-Tsu2- TsKW ^ TpD2 > Th2 - TsKW - Tco2- 
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10-TpERiOD-TpHL2-TcO2-TsU2~TsKW ^ Tpi>2 > Th2 - TsKW - Tc02- 
[0064] The controllable parameter of reladons 9 and 10 (emphasized hi bold type m 
the relations) may be adjusted via digital values programmed to input delay control 
register 13 to compensate for the variations in all other parameters hi the relations so 
that conditions (e), and (f) are fblfiUed, as will be explained hereinbelow. 
Relations 6 and d 

[0065] According to ernbodiments of this invention, lovr-to-high transition time 

TpLH2 and higji-to-lovir transition time TpHL2 ore not controllable by controller 4, and 

therefore relations 6 and d are assumed to be fulfilled. 
Relations 9 and 10 

[0066] TpERiOD is a fixed value, while the exact values of settqp time Tsu2 ^^d hold 
time Th2 niay be affected, for example, by manufacturing tolerances of controller 4 
and may vary with, for example, variations in the ambient temperature. Similarly, the 
exact value of time delay Tco2 be affected by, for example, manufacturing 
tolerances of device 6 and may vary with, for example, variations in the ambient 
temperature. Moreover, the exact value of the time shift of T^kw between the rifring 

edges of clock 20 and clock 24 may be affected by, for example, the methods used to 
gmerate clock 20 and clock 24. 

[0067] The exact values of low-to-high transition time Tplh2 high-to-low 
transition time Tpm.9 may be affected by the total capacitive load on conductor 10, 
die physical layout topology of conductor 10, the impedance of conductor 10, and the 
input impedance of iupxit channel 36. Furtiiermore, the total cq)acitive load on 
conductor 10 may vary, for exarnple, according to variations in tiie output capacitance 
of output channel 32, and according to the type and manufacturuig tolerances of each 
device 6. la addition, the total capacitive load on conductor 10 may vary, for 
example, according to the type, the number and manufacturing tolerances of optional 
device(s) 50 electrically comiected to conductor 10. The physical layout topology of 
conductor 10 may vary, for example, according to the design of PCB 2. The 
unpedance of conductor 10 may vary, for example, according to the design of PCB 2 
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and according to nianufacturmg tolerances of PCB 2. The output ui5)edance of output 
channel 32 may vary, for example, according to manufacturing tolerances of device 6. 
[0068] Consequently, for input register 44 to correctly sample logic levels of signal 
48, delay TpD2 of programmable delay cell 42 may be adjxisted by setting the 

appropriate digital value in input-delay control register 13, so that both relations 9 and 
10 are fulfilled. 

Setting and Adjusting Parameters 

[0069] The parameters of the physical components of the controller are determined 
by the digital values in input-delay control register 13, output-delay control register 14 
and driving impedance control register 16. As shown in FIG. 4, default values for 
these registers may be determined by laboratory v/ork. (-400-) and stored in a memory 
installed on the printed circuit board (-401 -). The printed circuit board may be 
installed in an apparatus (-402-), and the digital values stored in the registers may be 
adjusted if desired during the operation of the apparatus (-403-). As will be explained 
in further detail hereinbelow, FIG. 5 is a more detailed description of -400-, while 
FIG. 6 is a more detailed description of -403-. FIG. 7 describes a method called by 
the methods of FIG. 5 and FIG. 6, while FIG. 8 describes a method called by the 
method of FIG. 7. 

[0070] PCB 2 may comprise one or more memories 62 to store configuration 
information 64 about PCB 2. Configuration information 64 may include information 
that affects the digital values to program to driving impedance control register 16 and 
output delay control register 14, such as, for example, the type and number of devices 
6 electrically coupled to conductor 8, and optionally^ information about the topology 
and impedance of conductor 8. Configuration information 64 may also include 
information that affects the digital values to program to input delay control register 
13, such as, for example, the type of device 6 sending electrical signals on conductor 
10, the type and number of optional devices 50 electrically coupled to conductor 10, 
and optionally, information about the topology and impedance of conductor 10. 
[0071] PCB 2 may comprise a memory 52 to store information used to program 
driving impedance control register 16 and output delay control register 14, and to 
program input delay control register 13. Alternatively, memory 52 may be part of 
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controller 4. Such infonnation may be arranged, for example^ in the following data 
structures: a driving impedance lookup table (LUT) 54, an output window centering 
lookup table 56, an input window centering lookup table 58 and a golden patterns 
table 60. Tbe data in all or some of the data structures of memory 52 may be 
programmable. In addition, memory 52 may comprise one or more memory devices, 
and the data structures may be distributed among these devices. 
[0072] Memory 52 may also comprise software modules to implement the methods 
of FIG. 6, FIG. 7, and FIG. 8. 

[0073] Driving impedance LUT 54 may comprise one or more entries. An entry for 
a particular total capacitive load on conductor 8, a particular impedance of conductor 
8 and a particular input impedance of input cbamLel 22, may include a digital value to 
control the source driving impedance of prograrmnable output buffer 28 and another 
digital value to control the sink drivuig impedance of programmable output buffer 28 
that enable condition (a) to be fulfilled. 

[0074] Output window centering LUT 56 may comprise one or more entries. An 
entry for a particular total capacitive load on conductor 8^ a partioular time shift 

TsKW» a particular impedance of conductor 8 and a particular input impedance of 
input channel 22, may include a digital value to control the time delay T^oi 

introduced by programmable delay cell 26 fliat enables conditions (b) and (c) to be 
fulfilled. 

[0075] Input window centering LUT 58 may comprise one or more entries; An 
entry for a particular total capacitive load on conductor 10, a particular time shift 

TsKWs ^ particular impedance of conductor 10 and a particular input impedance of 

input channel 36, may include a digital value to control the time delay TpE)2 

introduced by programmable delay cell 42 that enables conditions (e) and (f) to be 
fulfilled. 

[0076] Golden patterns table 60 may contain patterns of digital values used for 
testing whether input channel 22 correctly samples logic levels of the signal on 
conductor 8. For example, golden patterns table 60 may include patterns designed for 
relaxed/stress testing of hold tiine/set-up time violations. The precise patterns to be 
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used may depend on many factors, such as, for example, the specific topology of 
conductor 8 and the protocol in which digital values are transferred over conductor 8. 
However, when these patterns of digital values for hold (set-up) time violations are 
generated on conductor 8 and time delay Tp^i is close to the minimiDn (maximum) of 
its range, input channel 22 may he more likely to correctly sample logic levels of the 
signal on conductor 8 for the relaxed testing pattern than for ttie stress testing pattern. 
[0077] Similarly, golden patterns table 60 may contain patterns of digital values 
used for testing whether input register 44 correctly samples logic levels of the signal 
on conductor 10. For example, golden patterns table 60 may include patterns 
designed for relaxed/stress testing of hold/set-iip time violations. The precise patterns 
to be used may diepend on many factors, such as, for example, the specific topology of 
conductor 10 and the protocol in which digital values are transferred over conductor 
10. However, when these patterns of digital values for hold (set-up) time violations 
are generated on conductor 10 and time delay Tyd2 is close to the rninimimi 
(maximum) of its range, input register 44 may be more Likely to correctly sample 
logic levels of the signal on conductor 10 for the relaxed testing pattern than for the 
stress testrag pattern. 

[0078] Moreover, golden patterns table 60 may be inrogrammable, and its content 
may be updated or replaced,* if desired, as patterns providing more effective testing are 
developed. 

[0079] FIG. 5 is a flowchart illustration of an exemplaiy method of determining the 
default values to be stored in driving impedance LUT 54, output window centering 
LUT 56 and input window centering LUT 58, according to some embodiments of the 
invention. Althougji the scope of Ihe invention is not limited in this respect, the 
method of FIG. 5 may be performed prior to mass production of the combination of a 
particular type of PCB 2 and memory 52 installed tiiereon. 

[0080] A "validation" version of memory 52 may be generated (-302-), for example, 
using sunulations and validation tests of controller 4 to determine "validation" digital 
values stored m the entries of driving impedance lookup table 54, output window 
centering lookup table 56 and input window catering lookup table 58. 
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[0081] However, due to, for example, manufacturing tolerances of PCB 2, controller 
4, devices 6, and optional devices 50, one or more of the timing parameters related to 

the signal on conductor 8 (Jcou TpDb TpHLl, TpLHi, Tsub Tri and TsKwX ^ 
one or more of the timing parameters related to the signal on conductor 10 (Tco2» 

TpD29 TpHL25 ^FLHh Tsu2:» Th2 TgKw) have values that deviate from the 
values used during the simulation and validation tests to dejSne the "validation" digital 
values stored iu the validation version of memory 52. Consequentiy, the digital 
values stored in the validation version of memory 52 may not be adequate for input 
channel 22 to correcfly sample logic levels of the signal on conductor 8 and for input 
register 44 to correctiy sample logic levels of the signal on conductor 10 under certain 
operating conditions. 

[0082] If calibration of the entries of tables 54, 56 and 58 is not desired (-502-), tiie 
validation version of memory 52 may be used as a '"production" version of memory 
52 (-504-). Therefore, the default values for the registers are tiie validation values. 
[0083] If calibration is desired (-502-), the 'Validation" version of memory 52 may 
be installed on PCB 2 (-506-). PCB 2 may be powered up and configuration 
information 64 may then be read. The Expropriate entries of driving impedance 
lookup table 54, outpiit window centering lookup table 56 and input window centering 
lookup table 58 of the validation memory are selected based on the configuration 
information 64, and the digital values in the selected entries may be programmed to 
driving impedance control register 16, output delay control register 14 and input delay 
control register 13, respectively (-508-)- 

[0084] Controller 4 and devices 6 may be brought to operating conditions (-5 10-). 

For example, controller 4 and devices 6 may be heated to an operatiag temperature, 

such as, for exatnple, 50^C, by, for example, toggling the signal on conductor 8 and 

the signal on conductor 10. When the desired temperature is reached, a calibration 

sequence, to be described in more detail with respect to FIG. 7, may be perfomied (- 

512-) to detennine digital values for driving impedance lookup table 54 and output 

window centering lookup table 56 that are calibrated to the specific parameters of 

PCB 2 and to the specific parameters of devices 6 and controller 4 that are installed on 

PCB 2. In addition, a similar calibration sequence may be performed (-5 12-) to 
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determine digital values for inpiit window centering lookup table 58 that are 
calibrated to the speciBc parameters of PCB 2 and to the specific parameters of 
devices 6, optional devices 50 and controller 4 that are iostalled on PCB 2. 
[0085] The appropriate entries of one or more of driving impedance lookup table 54, 
output window centering lookup table 56 and input window centering lookup table 58 
may be updated with values determiaed by the calibration sequences (-5 14-), and a 
production version of memory 52 with the updated values as the default values for the 
registers may be created (-5 04-). 

[0086] Moreover, if different configurations of PCB 2 are possible (for example, 
controller 4 and optional devices 50 may be permanently installed on PCB 2 while 
different configurations of PCB 2 may have different types and ninnbers of devices 6) 
and it is desired to have the tables of memory 52 store entries appropriate for each of 
the different configurations, then the caUbration process (-508- through -514-) may be 
repeated for each of Hie configurations (-516- and -5 18-) prior to creatmg the 
production version of memory 52 to be iastalled on PCB 2 (-504-). 
[0087] FIG. 6 is a fiowchart illustration of an exemplary method according to some 
embodiments of the invention^ for determining the digital values to program to driving 
impedance control register 16 and output delay control register 14 so that input 
channel 22 correctly samples logic levels of the signal on conductor 8, and for 
determirung the digital values to program to input delay control register 13, so that 
input register 44 correctly samples logic levels of the signal on conductor 10. 
[0088] Although the scope of the invention is not limited in this respect, the 
method of FIG. 6 may be performed each time an apparatus including the PCB 2 of 
FIG. 1 is powered up. PCB 2 already has instaEed on it controller 4, one or more 
devices 6, optional devices 50, memory 62 and a production version of memory 52. 
[0089] PCB 2 may be powered up and configuration information 64 may then be 
rea4. The appropriate entries of driving impedance lookup table 54, output window 
centering lookup table 56 and input window centering lookup table 58 of the 
validation memory may be selected based on the configuration information 64, and 
the digital values in the selected mtries may be programmed to driving impedance 
control register 16, output delay control register 14 and input delay control register 13, 
respectively (-508-). 
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[0090] Controller 4 and devices 6 may be brought to operating conditions (-5 10-). 
For example, controller 4 and devices 6 may be heated to an operating temperature, 
such as, for example 50^C, by, for example, toggling the signal on conductor 8 and 
the signal on conductor 1 0. * 

[0091] When the desired temperature is reached, it is tested that input chaimel 22 
correctly samples logic levels of the signal on conductor 8, and that input register 44 
correctly samples logic levels of the signal on conductor 10, using the patterns stored 
in golden patterns table 60 that are designed for stress testing of hold time and setup 
time violations (-612-). If the test fails (-614-), the method may exit while reporting 
the feilure (-61 6-). Optionally, before exiting, the test may be repeated using the 
patterns stored in golden patterns table 60 that are designed for relaxed testing of hold 
time and setup time violations (-61 8-). If the repeated test fails (-620-), the method 
may exit while reporting the &ilure (-61 6-). 

[0092] However, if tiie stress tests do not feil, or if the relaxed tests do not feil, the 
method may continue to decision -622- regarding power-up calibration. 
[0093] If power-up calibration of the digital values in driving impedance control 
register 16 and output window delay control register 14 is desired (-622-), a 
calibration sequence, described in more detail with respect to FIG. 7, may be 
performed (-5 12-) to determine digital values for driving itcpedance control register 
16 and output window delay control register 14 that are calLteated to the current 
parameters of PCB 2 and to Ihe current parameters of devices 6 and controller 4 that 
are installed on PCB 2. 

[0094] In addition, a similar calibration sequence may be performed (-5 12-) to 
determine a digital value for inpyjt delay control register 13 that is calibrated to the 
current parameters of PCB 2 and to the current parameters of devices 6, optional 
devices 50 and controller 4 lhat are installed on PCB 2. 

[0095] If the calibration feils (-624-), the method may exit while reporting the 
failure (-626-). However, if the calibration does not fail, and if the caUbration 
sequence determines for at least one of driving impedance control register 16, output 
delay control register 14 and input delay control register 13, a value which is different 
from tiie default value programmed in -508-, the contents of the corresponding 
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register(s) will be replaced with the value(s) deteimined by the calibratioiL sequence (- 
630-). 

[0096] Duiidg operation of controller 4 and devices 6, changes in the ambient 
temperature, drifts in the supply voltage to controller 4 and to devices 6 and other 
factors may result in changes in the timing parameters of the signals on conductors 8 
and 10. To compensate for such changes, cahbrating the contents of registers 13, 14 
and 16 (-5 12-) may be repeated on a recurring basis, if desired (-632- and -634-). 
This repetition of the calibration may occur even if power-up calibration is not desired 
(-622-). 

[0097] It should be noted that even if the default values stored in memory 52 and 
progr amm ed to the registers at power-up based on configuration information 64 result 
in ttie success of the alive test with stress golden patterns or the alive test with relaxed 
goldea patterns, the ahve test may succeed with a small Tnar gin. By calibrating the 
values using a calibration sequence and iipdating the registers with the calibrated 
values, this margin for success in passing the test with golden patterns may be 
iocreased. 

[0098] FIG. 7 is a flowchart illustration of an exemplary calibration sequence for the 
digital values to be programmed to output delay control register 14 and input delay 
control register 13, according to some embodiments of the invention. The calibration 
sequences -512- referred to by the methods of FIG. 5 and FIG. 6 may include the 
sequence of FIG. 7, although the scope of the invention is not limited in this respect. 
[0099] When the sequence of FIG. 7 is called by ttie mefliod of FIG. 5, iaput delay 
control registCT 13 and output delay control register 14 are already programmed with 
defeult values from input centrang lookup table 58 and output centering lookup table 
56, respectively, the defeult values having been selected from the tables accordiug to 
the configuration infonnatian 64 at -508- of FIG. 5. 

[00100] Similarly, wbsa the sequence of FIG. 7 is called by the method of FIG. 6, 
input delay control register 13 and output delay control register 14 are already 
programmed, either with defeult values from lookup tables selected according to the 
configuration iofonnation 64 at -508- of FIG. 6, or with values detemuned by a 
previous call to the calibration sequence of FIG. 7 at -630- of FIG. 6. 
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[00101] A calibration algorithm may be performed for the value of output delay 
control register 14 (-704-). As will be explained hereinbelow ^vifh respect to FIG. 8, 
the calibration algorithm may determine one or more values for output delay control 
register 14 at which input channel 22 correctly samples logic levels of the signal on 
conductor 8. The calibrated value for output delay control register 14 may be selected 
as the median of these values (-706-). 

[00102] Output delay control register 14 may then be programmed with the calibrated 
value (-VOS-), and a calibration algorithm may be performed for the value of input 
delay control register 13 (-7 10-). The calibration algorithm may determine one or 
more values for input delay control register 13 at winch input register 44 correctly 
samples logic levels of the signal on conductor 10. The calibrated value for mpv± 
delay control register 13 may be selected as the median of these values (-712-). 
[00103] However, if the calibration algorithm (-704-) cannot determine any values for 
output delay control register 14 at vMch input channel 22 correctly sanq)les logic 
levels of the signal on conductor 8 Ihe method will report a feilure (-714-) and exit 
[00104] Similarly, if the calibration algorithm (-710-) cannot detemune any values 
for iriput delay control register 13 at which input register 44 correctly samples logic 
levels of the signal on conductor 10, the method will report a failure (-714-) and exit. 
[00105] FIG. 8 is a flowchart illustration of an exemplary calibration algorithm for 
the digital values to be programmed to output delay control register 14 and input 
delay control register 13, according to some embodiments of the invention. The 
calibration algorithms referred to by the method of FIG. 6 at -704- and -710- may 
include the algorithm of FIG. 8, aMhoug^h the scope of the invention is not limited m 
this respect 

[00106] The register to be calibrated (output delay control register 14 at -704- of FIG. 
7, and input delay control register 13 at -710- of FIG. 7) is programmed to a value that 
corresponds to the delay cell controlled by the register having the miniTrmTn delay of 
its range (-802-). 

[00107] In a first test, a pattern designed for stress testing of setup time violations is 

sent via signal 18 to device 6, and sent back firom signal 34 to controller 4 (-804-). If 

the digital values received on signal 38 diBfer firom the digital values sent via signal 18 

(-806-), the programmed value is marked feil (-808-). However, if the digital values 
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received on signal 38 match the digital values sent j&ona signal 18 (-806-), a second 
test is performed. 

[00108] hi the second test, a pattern designed for stress testing of hold time violations 
is sent via signal 18 to device 6, and sent back from signal 34 to controller 4 (-8 10-). 
If the digital values received on signal 38 differ from the digital values sent via signal 
18 (-S12'\ the programmed value is marked fail (-808-). However, if the digital 
values received on signal 38 match the digital values sent from signal 18 (-806-)j the 
programmed value is marked pass (-814-). 

[00109] The register to be calibrated may Ihen be programmed with an increased 
value so that the delay cell controlled by the register has an increased delay that is stiH 
within its range (-8 18-), and the first test (and second test, if appropriate) may be 
repeated. The increased programmed value is madced as feil or pass. When aU liie- 
programmable values of the register have been tested (-816-), the results of tiie 
programmed values are checked (-820-). If aU the programmed values failed the tests, 
a failure is reported (-822-) and ttie method exits. If not aU the programmed values 
failed the tests, the values which passed the tests are reported (-824-) and the method 
exits. 

Bidirectional Signals 

[001 10] The foregoing description has focused on separate conductors 8 and 10, each 
carrying its own signal. However, embodiments of the invention are equally 
appKcable to the case of a singje conductor electrically coupling output channel 12 of 
controller 4 to input channel 22 of device 6 and output channel 32 of device 6 to input 
channel 36 of controller 4. Within controller 4, the output of programmable output 
buffer 28 and the input to input buffer 40 will be electrically coupled. Witim device 
6, the output of channel 32 and the input to channel 22 will be electrically coiipled. 
Any suitable technique may be used to ensure that only one of output channel 12 and 
output channel 32 sends a signal on the single conductor at any given tkne, including, 
for example, the known techniiques of open drain outputs and Mgih impedance outputs. 
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Groups of Conductors 

[00111] The foregoing description has focused on single conductors 8 and 10. Li the 
foregoing description, each conductor had its own input channel and output channel, 
with the channels in controller 4 being controlled by registers. However, it will be 
understood that when a group of conductors are sixoilar, controller 4 may have a 
single input-delay control register to control the input channels for the conductors in 
the groups and a single output-delay control register and a single driving impedance 
control register to control the output channels for the conductors in the group. The 
similarity between the conductors in a groitp may include, for example, similarity in 
the topology of the traces, similarity in the switching behavior of the signals, and 
similarity in the protocols of the signals, when applicable. For example, if the 
address signals are represented by 64 bits, then the 64 conductors carrying those bits 
may be considered as part of the same group, and controller 4 may have a single 
output-delay control register and a single driviag impedance control register to control 
the output channels for the 64 conductors of the address signals. 

Exemplary Apparatus 

[00112] An exemplary apparatus 900 is shown in FIG. 9, according to some 
embodiments of the invention. Apparatus 900 may comprise a printed circuit board 
(PCB) 902. Apparatus 900 may optionally comprise an audio input device 901. 
Well-known components and circuits of apparatus 900 are not shown in FIG. 9 so as 
not to obscure the invention. 

[00113] A non-exhaustive list of examples for apparatus 900 includes a desktop 
personal computer, a server computer, a laptop cornputer, a notebook computer, a 
hand-held computer, a personal digital assistant (PDA), a mobile telephone, and flie 
like, and any embedded appKcation with a high-speed bus and memory subsystem. 
[00114] A processor 903, a basic input/output system (BIOS) device 952, a memory 
controller 904, a memory bank 916 and an optional memory bank 917 may be 
installed xnpon PCB 902. Qn some embodiments, memory controller 904 may be part 
of processor 903.) A graphics chip 905 may optionally be installed upon PCB 902, 
Additional components that may also be installed upon PCB 902 are not shown so as 
not to obscure the invention. 
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[00115] A non-exhaustive list of examples for processor 903 includes a central 
processing unit (CPU), sl digital signal processor (DSP), a reduced instruction set 
computer (RISC), a complex instruction set computer (CISC) and the like. Moreover, 
processor 903 may be part of an application specific integrated circuit (ASIC) or may 
be a part of an application specific standard product (ASSP). 

[00116] A non-exhaustive Ust of examples for BIOS device 952 includes a flash 
memory, an electrically erasable programmable read only memory (EEPROM), and 
the like. BIOS device 952 may comprise software modules to implement the methods 
of FIG. 6, FIGS. 1 OA - 1 OD, and FIG. 8. 

[001 17] A non-exhaustive list of examples for memory controller 904 includes a bus 
bridge, a peripheral component interconnect (PCI) north bridge, a PCI south bridge, 
an accelerated graphics port (AGP) bridge, a memoiy inter&ce device and the like, or 
a combination thereof. Moreover, memory controller 904 may be part of an 
application specific integrated circuit (ASIC) or part of a chip set or a part of aii 
application specific standard product (ASSP). . 

[00118] Either or both of memory banks 916 and 917 may be a removable module, 
such as, for example, a dual in line memory module (PJMM)^ a small outline dual in 
line memory module (SODIMM), a single in line memory module (SIMM), a 
RAMBUS in line memory module (RIMM), and the like. AltKnatively, either or both 
of memory banks 916 and 917 may be non-removable, e.g., may be permanentty 
attached to PCB 902. 

[001 19] Memory banks 916 and 917 may comprise one or more memory devices 906 

and 907, respectively. A non-exhaustive list of examples for memoiy devices 906 and 

907 includes synchronous dynamic random access memory (SDRAMQ devices, 

RAMBUS dynamic random access memory (RDRAM) devices, double data rate 

(DDR) memory devices, static random access memory (SRAM), and the like. 

[00120] BIOS device 952 is a particular example of memoiy 52 of FIG. 1, and 

memory controller 904 is a particular example of controller 4 of FIG. 1, and memoiy 

devices 906 and 907 are particular examples of devices 6 of FIG. 1. Therefore, the 

following description will focus on the prograrmning of registers in memory 

controller 904 that control input and output channels in memory controller 904 of 

signals between memory controller 904 and memory devices 906 and 907. 
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[00121] Memory controller 904 may be coupled to memory devices 906 and memory 
devices 907 through various groups of conductors. For a group of one or more 
conductors carrjdng one or more output signals, memory controller 904 may comprise 
one or more output chaimels (not shovm) similar to output channel 12 of FIG. 1. For 
a group of one or more conductors carrying one or more input signals, memory 
controller 904 may comprise one or more input channels (not shown) similar to input 
channel 36 of FIG. 1. 

[00122] One group of conductors 920 may carry memory data-ia (MDJN) signals to 
read data firom memory devices 906 and/or memory devices 907. Conductors 920 
may also carry memory data-out (MDOUT) signals to write data to memory devices 
906 and/or memory devices 907. Memory controller 904 may comprise a single 
driving impedance control register and an optional single output-delay control register 
to control flie ou^ut channels of memory controller 904 that output the MDOUT 
signals on conductors 920. Similarly, memory controller 904 may comprise a single 
input-delay control register to control the input channels of memory controller 904 
that receive the ik^DW signals on conductors 920. 

[00123] Anotiier group of conductors 922 may carry address signals firom memory 
controller 904 to m^ory devices 906 and/or memory devices 907. Memory 
controller 904 may comprise a sing^le driving irr^edance control register and an 
optional single output-delay control register to control the output channels of memory 
controller 904 lhat output the address signals on conductors 922. 
[00124] A single conductor 924 may carry a dock signal (similar to clock 20 and 
clock 24 of FIG. 1) firom memory controller 904 to memory devices 906 and^or 
memory devices 907. Memory controller 904 may comprise a single driving 
impedance control register and an optional single outpict-delay control register to 
control the output channel of memory controller 904 that output the clock signal on 
conductor 924. 

[00125] Another group of conductors 926 (927) may carry a "chip selecf ' signal from 
memory controller 904 to memory devices 906 (907). The chip select signal is used 
to notify a particular memory device that the signals sent on the other conductors, 
namely the address and MDIN signals, are intended for that memory device. Memory 
controller 904 may comprise a single driving impedance control register and an 
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optional single output-delay control register to control the output channels of memory 
controller 904 that output the chip select signals on conductors 926 and another single 
driving impedance control register and another optional single output-delay control 
register to control the output channels of memory controller 904 that output the chip 
select signals, on conductors 927. 

Exemplary Calibration Sequence 

[00126] FIGS. lOA - lOD are flowchart illustrations of an exemplary calibration 
sequence for the digital values to be programmed to flie delay control registers of 
memory controller 9Q4, according to some embodiments of the invention. The 
control registers affected by the exemplary calibration sequence of FIGS. lOA - lOD 
are: 

a) the "data out delay control register" - the output-delay control register for 
the output channels of memory controller 904 that output the MDOUT signals on 
conductors 920 (calibration of vMch is described in FIG. 1 OA); 

b) the "data in delay control registef - the input-delay control register for the 
input channels of memory controller 904 the receive the MDJN signals on conductors 
920 (calibration of which is described in FIG. lOB); 

c) the "address delay control register" - the output-delay control register for 
the output channels of memory controller 904 that output ttie address signals on 
conductors 922 (calibration of which is described in FIG. IOC); 

d) the "first chip select control register" - the output-delay control register fer 
ttie output channels of memory controller 904 that oulput the chip select signals on 
conductors 926 to memory devices 906 (calibration of \^cli is described in FIG. 
lOD); and 

e) the "second chip select control register" - I3ie output-delay control register 
for the output channels of memory controller 904 that output the chip select signals on 
conductors 927 to memory devices 907 (calibration of which is described in FIG. 
lOD). 

[00127] When the sequence of FIGS. lOA - lOD is called during the creation of a 
production BIOS (as in FIG. 5), the registers are already programmed by processor 
903 with values from the lookup tables in BIOS device 952, the values having been 
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selected by processor 903 from the tables according to configuration information 936 
and 937 stored in memories, such as, for example, EEPROM, flash memoiy, and the 
like. For example, when memory bank 916 and/or memory bank 917 is a DIMM 
memory, the protocol used to read the configuration information 936 and 937 may be 
the Serial Presence Detect (SPD) protocol. 

[00128] Similarly, when the sequence of FIGS. 10A~ lOD is called during power-Tip 
calibration or recurring calibration to compensate for changes (as in FIG. 6), the 
registers are already programmed, either with values from lookup tables in BIOS 
device 952 selected according to configuration information 936 and 937, or with 
values determined by a previous call to the calibration sequence of FIGS. IDA - lOD. 
[00129] A calibration algorithm may be performed for the value of the "data out 
delay control register*' where the delay control registers of memory controller 904 
may be programmed to the default values (-1000-) and memory data-out signals 
(MDOVT) are sent to memory devices 906 (-1002-). An exemplary calibration 
algorithm is described hereinabove with respect to FIG. 8. As is explained 
hereinabove with respect to FIG. 8, the calibration algorithm xnay determine one or 
more values for the "data out delay control register" at which the mput channels of 
memory devices 906 correcfly sample logic levels of the MDOUT signals on 
conductors 920. 

[00130] The delay control registers of memory controller 904 may be programmed to 
the defeult values (-1004-). The caKhration algorithm may be repeated for the value 
of the "data out delay control register", where this time, memory data-out (MDOUT) 
signals are sent to memory devices 907 (-1006-). This time, the calibration algorithm 
may deteimme one or more values for tiie "data out delay control register" at which 
the input channels of memory devices 907 coirectiy sample logic levels of the 
MDOUT signals on conductors 920. 

[00131] If some of the values detemuned by the cahbration algorithm ra -1002- and - 
1006- define overlapping regions of values for vsdiich tiie tests of the algorithm pass, 
then the caHbrated value for the "data out delay control register" may be selected as 
the median of these overlapping values (-1008-). 
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[00132] The "data out delay control register" may then be programmed with the 
calibrated value, and the other delay control registers may be programmed with tiie 
defeuh values (-1010-). 

[00133] A caHbration algorithm may be performed for the value of the "data ia delay 
control register" where memory data-in signals (MDM) are received fiom memory 
devices 906 (-1012-). The calibration algorithm may determine one or more values 
for the "data in delay control register" at which the input channels of memory 
controUer 904 correctly sample logic levels of the MDM signals on conductors 920 
fiom memory devices 906. 

[00134] The "data out delay control register" may then be programmed with the 
calibrated value, and the other delay control registMS may be programmed with the 
default values (-1014-). The caHbration algorittim may be repeated for the value of 
the "data in delay control register", where this time, memory data-in QdDIN) signals 
are received fiom memory devices 907 (-1016-). This time, the calibration algorilhm 
may determine one or more values for the "data in delay control register" at which the 
input channels of memory controller 904 conectly sample logic levels of the MDDf 
signals on conductors 920 fiom memory devices 907. 

[00135] If some of the values determined by the calibration algorithm in -1012- and - 
1016- define overl^tping regions of values for v*ich flie tests of the algoriflmi pass, 
lien the calibrated value for the "data in delay control register" may be selected as the 
median of these overlapping values (-1018-). 

[00136] The "data out delay control register" and "data in delay control register" may 
then be programmed wifli Hie calibrated values, and the other delay control registers 
may be progranmied with tiie de&ult values (-1020-). 

[00137] A calibration algorithm may be performed for the value of the "address delay 
control register" (-1022-). The calibration algorittim may determine one or more 
values for the "address delay control register" at vMch. the input channels of memory 
devices 906 correctly sample logic levels of the address signals on conductors 922. 
[00138] The "data out delay control register" and "data in delay control register" may 
then be programmed with the calibrated values, and the other delay control registers 
may be programmed with flie de&ult valiies (-1024-). 
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[00139] The calibration algorifhm may be repealed for the value of the "address delay 
control register", where this time, address signals are received from memory devices 
907 (-1026-). This time, the calibration algorithm may determine one or more values 
for the "address delay control register" at which the input channels of memory devices 
907 correctly sample logic levels of the address signals on conductors 922. 
[00140] If some of the values determined by the caUbration algorithm in -1022- and - 
1026- define overlapping regions of values for which the tests of the algorithm pass, 
then the calibrated value for the "address delay control register" may be selected as 
the median of tiiese overlappiag values (-1 028-). 

[00141] The "data out delay control register", "data in delay control register" and 
"address delay control register" may then be programmed with the calibrated values, 
and the other delay control registers may be prograromed with the default values (- 
1030-). 

[00142] A cahbration algorithm may be performed for the value of the "first chip 
select delay control register" (-1032-). The calibration algorithm may determine one 
or more values for the "first chip select delay control register" at which the input 
channels of memory devices 906 correcfly sample logic levels of the chip select 
signals on conductors 926. The calibrated value for the '"first chip select delay control 
register" may be selected as the median of these values (-1034-). 
[00143] The "data out delay control register", "data in delay control register", 
"address delay control register" and "first chip select delay control register*' may then 
be programmed with the caHbrated values, and the other delay control registers may 
be programmed with the defeult values (-1036-). 

[00144] A calibration algorithm may be performed for the value of the- "second chip 
select delay control register" (-1038-). The cahbration algorithm may determine one 
or more values for the "second chip select delay control register" at which the input 
channels of memory devices 907 correcfly- sample logic levels of the chip select 
signals on conductors 927. The calibrated value for the "second chip select delay 
control register" may be selected as the median of these values, and the "second chip 
select delay control register" may be programmed to the calibrated value (-1040-). 
[00145] If a test fails during execution of a calibration algorithm, the failure may be 
reported (-1042-). 
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Delay Values and Golden Patterns for Exemplary Calibration Algorithm 
[00146] In one example, the caKbration algorithm of FIG. 8 was called from liie 
caHbration sequence of FIGS. lOA - lOD for the apparatus of FIG. 9. In lius example, 
the fiequenoy of clock 924 was 133 MHz. alfliough in other examples, liie fiequenoy 
may have other values, such as. for example, 100 MHz, 166 MHz, 200 MHz, 266 
MHz, etc. For the case of the clock firequency being 133 MHz, clock 924 osdUates 
with a period TpERioD = 7.519 nanoseconds. When memory bank 916 and memory 
bank 917 are DIMM memories, the latest time at which an MDIN signal on 
conductors 920 sent by memory bank 916 or memory bank 917 is stabilized following 
a rising edge of clock 924 (niax(Tco2+TpiH2, Tco2+TpHL2)) may be. for example, 
^^proximately 1.8 nanoseconds to approximately 4.2 nanoseconds, which is a range 
of approximately 2.4 nanoseconds. The precise value of (max(Tco2+TpLH2, 
Tc02+TpHL2)) may depend, for example, on the number and type of memory devices 
906 and memory devices 907. 

[00147] In this example, liie delays TpD2 introduced by the programmable delay cdl 
of the iiq)ut channels of memory controller 904 that receive the MDJN signals on 
conductors 920 (controlled by the "data in delay control registex" at point -.818- of Ihe 
caKbration algoritfam of FIG. 8) may have the foUowing vahies: 



Delay 
^picoseconds) 


Relative Delay 
from Center 
(picoseconds) 


0 


-2000 


250 


-1750 


500 


-1500 


750 


-1250 


1000 


-1000 


1250 


-750 


1500 


-500 


1750 


-250 


2000 


0 


2250 


250 


2500 


500 


2750 


750 


3000 


1000 


3250 


1250 
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3500 


1500 


3750 


1750 



where a delay Tp£)2 of 2000 picoseconds corresponds roughly to the center of the 
expected range for delay TpD2. 

[00148] Moreover, in this example, conductors 920 comprise 64 conductors, i?rfiere 
each conductor represents one bit The 64 bits of conductors 920 are divided into 
eight bytes, each byte comprising eight hits numbered 0 to 7. The topology of 
conductors 920 may be such that noise coiq)ling and interference between conductors 
that belong to different bytes is substantiaUy small. Therefore each byte may be 
tested separately for setup tune violations and hold timR violations. 

. [9^^^?} ?V^^!'^?^?'^^.*'^.*9P9log3!:^^^ be smdi that fer each.byteL, 

the bit numbered 3 is the most sensitive to interference and to noise coiqiled fiom tiie 
rest of the bits of that byte. 

[00150] Therefore, the following golden patterns may be used for performing stress 
testing of setiq) time violations and hold time violations, for a group of conductors 
comprising a byte of conductors 920: 



Pattern | CLK 


WRITE 


READ 






bits 
7,6,5,4,2,1,0 


bit 
3 


bits 
7,6.5.4A1.0 


bit 
3 


SETOT 


1 


1 


0 






2 


0 


1 






3 


1 


0 


0 


1 


4 


0 


1 


1 1 


Q 


HOLD 


5 


0 


1 


0 


1 


6 


0 


1 






7 


0 


1 






8 


0 


0 






9 


0 


1 


0 


0 


10 


0 


0 


0 


1 



[00151] In the exemplary stress test for sestap time violations, memory controller 904 
sends a byte to memory device 906 or 907, where bits 7,6,5,4^1 and 0 of the byte 
have die same logic value that cbaoges at each of four successive clocks (clocks 1-4) 
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and bit 3 of the byte has the opposite logic value at each of the four successive clocks. 
Bits 7,6,5,4,2,1 and 0 of the byte may create a lot of noise, and the test will pass if 
memory device 906 or 907 correctly receives the bit 3 at each of clocks 3, 4 and 5. 
[00152] In the exemplary relax test for hold time violations, at clocks 5-10, memory 
controller 904 sends an unchanging logic value for bits 7,6,5,4A1 and 0 of flie byte in 
order to setde the system. At clocks 5 - 7, an unchanging opposite logic value for bit 
3 is sent, also to settle the system. The logic value of bit 3 is then changed at clocks 8 
and 9, and the test will pass if memory device 906 or 907 correctly receives bit 3 at 
each of clocks 9 and 10. 

Progranunable Delay Cell 

[00153] FIG. 1 1 is a simplified schematic illustration of an exemplary programmable 
delay cell 1100, in accordance with some embodiments of the invention. 
Programmable delay cell 1100 may be used to implement programmable delay ceU 26 
and/or programmable delay cell 42 of FIG. 1. 

[00154] Programmable delay cell 1100 may receive an input signal 1102, control 
signals 1106, 1108, 1110, 1112 and 1128, and may generate an output signal 1104. 
Programmable delay cell 1100 may continuousljr sanq)le the logic levd of signal 
1102, and may continuously output logic levels on a signal 1104 that are substantially 
equal to the logic levels sampled on signal 1 102. When a change in the logic level of 
signal 1102 occurs, the logic level of signal 1104 may change accordin^y after atime 
delay TpE). 

[00155] Time delay TpD may be programmable within a time range, and may be set 
to one of sixteen time delays, according to the digital values of control signals 1106^ 
1108, 1110 and 1112. Moreover, control signal 1128 may mable continuous or fine 
grain tuning of the time delay TpD selected by control signals 1106, 1108, 1110 and 
1 1 12. For example, control signal 1 128 may be used so that time delay Tpo will be 
closer to a deshred value. In another example, control signal 1128 may be used to 
apply corrections to time delay TpD if it drifts fiom a desired value due, for example, 
to any or any combination of the jfollowing fectois: variations in the supply voltage, 
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variations in the ambient temperaturea and variations in the temperature of controller 
4. The corrections applied by control signal 1128 may be generated in response to 
output j&om a measurement system (not shown) to detect such variations, 
[00156] Programmable delay ceU 1100 may comprise a capacitor 1150. As mil be 
explained hereinhelow, the digital values of control signals 1106, 1108, 1110 and 

1112 may set time delay Tpp by controlling the impedance of a circuit that charges 
and discharges capacitor 1150. Moreover, control signal 1128 may adjust time delay 
TpD by controlling the impedance of the circuit that charges capacitor 1150. 
[00157] Programmable delay cell 1100 may comprise a switching transistor 1114, a 
switching transistor 1 1 16, a variable impedance transistor 1118 and an inverter 1 120. 
[00158] Inverter 1120 may receive input signal 1102 and may output a signal 1122 
having a logic level which is inverted from the logic level of signal 1 1 02. 
[00159] When the logic level of input signal 1102 is logic "0", the logic level of 
signal 1122 is log;ic "1", and conductor 1124 may be coupled to a low supply rail 
1140 via a substantially low impedance Zjr presented by switching transistor 1114, 
and to a higji supply rail VCCC via a substantially high impedance Zz presented by 

switching transistor 1116, thus practically decoupling conductor 1124 and conductor 
1126. 

[00160] When the logic level of input signal 1102 is logic "1", the logic level of 
signal 1122 is logic "0", and conductor 1124 may be coupled to low supply rail 1140 
via a substantially higjh impedance Zj^ presmted by switching transistor 1 1 14, and to 
higji supply rail VCCC via a substantially low impedance Z^^ presented by switching 

transistor 1116 and an impedance Zy determined by control signal 1 128 and presented 
by variable impedance transistor 1118. 

[00161] However, for the simplicity of Ihe explanation, if impedance Zz is 
substantially higjier than impedances and Z^, impedance Zz can be approximated 
as infinite impedance. Consequently, using this approximation, when the logic level 
of input signal 1102 is logic "0", conductor 1124 may be cotqpled to low supply rail 
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1140 via the substantially low impedance Zx piesented by switching transistor 1114, 
and when flie logic level of input signal 1102 is logic "1", conductor 1124 may be 
coupled to high supply rail VCCC via the substantially low impedance Z^f presented 

by switching transistor 1116 and the impedance Z7 presented by variable impedance 
transistor 1118. 

[00162] Programmable delay cell 1100 may comprise pass gates 1130, 1132, 1134 
and 1136. Pass gates 1130, 1132, 1134 and 1136 may receive control signals 1106, 
1108, 1110 and 1112, respectively as input. When the logic level of one of these 
control signals is logic "0", the corresponding pass gate may c6tq)le conductor 1124 
to capacitor 1150 with substantially high inqjedance Zz, thus practically de-coupling 
conductor 1124 from capacitor 1150. When liie logic level of one of these control 
signals is logic "1", the correspondmg pass gate may couple conductor 1124 to 
capacitor 1 150 with a substantially low impedance, for exanqjle Z/ for pass gate 130, 
Z2 for pass gate 132, Zj for pass gate 134 and Z^ fcr pass gate 136. In one exanq)le, 
impedance Z? may be twice the impedance Zj, impedance. Zj may be" twice the 
impedance Z^, and hnpedance Z4 may be twice the impedance Zy. 
[00163] It will be q)preciated by persons of ordinary skill in the an^ that cariductor 
1124 is coupled to capacitor 1150 with an hnpedance Zr^^ that is a combination of 
impedances mvs^ich of pass gates 1130, 1132, 1134 and 1136 couple conductor 1124 
to capacitor 1150 (Z/, Z^, Zj, Z4 and Z^). Moreover, Zp^msy have one of sixteen 

values, accordmg to the combfaatibn of logic levels of control signals 1106, 1108, 
1110 and 1112. 

[00164] When ii^ut signal 1102 is asserted firam a logic level "0" to a logic level "1", 
electrical current will flow fix>m the high siqiply rail VCCC via impedances Zy, Zg 
and Zpjss to capacitor 1 150. Consequently, the voltage level on c^adtor 1 150 and 
on conductor 1 124, relative to the low siqjply rail, may increase. When the voltage on 
conductor 1124 becomes equal or higher than a predej5ned first threshold, ou^ut 
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signal 1 104 may be considered as having a logic level The time delay Tpo fiom 
the assertion of input signal 1102 to the voltage on conductor 1 124 becoming equal or 
higher than a predefined first threshold, may be affected, at least in part, by flie 
capacitance of capacitor 1150, by the voltage level of the hi^ supply rail VCCC 
relative to the low supply rafl, and by the values of impedances Zy, Zh and Zpjss- 
[00165] When iiqjut signal 1102 is de-asserted firom logic level "1" to a logic level 
"0", electrical current will flow firom capacitor 1150 to low supply rail 1140 via. 
impedances Zpy^ss and Zx. Consequently, the voltage level on capacrtor 1150 and on 
conductor 1124, relative to the low supply rail, may decrease. When tiie voltage level 
on conductor 1 124 becomes equal or lower than a predefined second threshold, output 
signal 1 104 may be considered as having a logic level '"O". The time delay fiom tiie 
de-assertion of input signal 1102 to the voltage on conductor 1124 becoming equal or 
lower than a predefined second threshold may be affected, at least in part, by flie 
c^acitance of capacitor 1 150 and by the values of impedances Zl and Zp^iss- 
[00166] While certain features of the invention have been illustrated and described 
herein, many modifications, substitutions, changes, and equivalents will now occur to 
those of ordinary skiU in the art. It is, therefore, to be understood that the fended 
claims are intended to cover all such modifications and changes as fill within the true, 
spirit of the invention. 
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